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DCP57S-6RZ
DY CONCRETE PUMPS

» Continuous Swing Boom

Rotary joint makes possible the
boom swings unlimited 360 degree
continuously.

» RZ - Type 6 section boom
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3,995mm

Boom Type : RZ-Type 6 Section
[ > 6th section articulation
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Sales Office : (Namchon-dong), 36, Namdongseo-ro, 362beon-gil,

Plant : 118, Seogam-ro 13-gil, Iksan-si, Jeollabuk-do, Korea

TECHNICAL SPECIFICATION

Truck-Mounted Specifications

DCP57S-6RZ
Length 14100 m
Width 285m
Height 3.995m
Wheelbase 7.8m
Front axle weight 12,060 kg 2
Rear axle weight 27,755 kg 6
Approx. total weight 39,815kg 8

46'3"
9'4"
131"
25T
6,587 lb
1,189 b
7,777 b

Boom Specifications  Roll-and-Z-Fold Design

Height & Reach DCP57S-6RZ
Vertical reach 56.2m 184'5"
Horizontal reach 52.2m 171"3"
Reach from front of truck 50.16 m 164" 7"
Reach depth 41.3m 135" 6"
Unfolding height 11.6m 381"
Boom Section

1st section articulation 91°

2nd section articulation 180 °

3rd section articulation 180°

4th section articulation 245°

5th section articulation 240°

6th section articulation 90°

1st section length 11.3m 371"
2nd section length 9.25m 30" 4"
3rd section length 9.25m 30" 4"
4th section length 11m 361"
5th section length 6.9m 22'8"
6th section length 45m 149"
General Specs

Pipeline size (ID) metric ends 125 mm 5
Rotation oo

End hose — length 35m 116"
End hose — diameter 125m g’
Outrigger spread L- R 2GR
Swing out, telescope & extend down 11.8m 2
Outrigger spread o
Swing %ut & extend down 2B e

Pump Specifications

Rod side 180 m'/hr
Ui Piston side 21 mihr
Pressure R.Od side: 87bar
Piston side 130 bar
Material cylinder diameter 230 mm
Stroke length 2,100 mm
Per minute
Max strokes Rod side
Piston side
Volume control
Vibrator Standard
Hard-chromed material cylinders
Hydraulic system
Hydraulic system pressure 350 bar
Differential cylinder diameter 140 mm
Rod diameter 80 mm
Maximum size aggregate 60 mm

1 minute
34
23
Zero to full
Option
Standard
Closed-loop

Phone : +82-32-810-4169 Fax : +82-32-810-4058
E-mail : North America leeth@dy.co.kr Asia kimdy2@dy.co.kr
Middle East jsukim@dy.co.kr CIS jwk2@dy.co.kr

<% This product specification could be changed by DY Corporation without notice to improve the quality. | Copyright© 2017 DY Corporation
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DY CONCRETE PUMPS

»360 Degree Continuously Rotating Boom
»RZ - Type 6 section boom
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6th section articulation
DCP57X-6RZ
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Length

Width

Height

Wheelbase

Front axle weight
Rear axle weight
Approx. total weight

Height & Reach

Vertical reach

Horizontal reach

Reach from front of truck
Reach depth

Unfolding height

Boom Section

1st section articulation
2nd section articulation
3rd section articulation
4th section articulation
5th section articulation
6th section articulation

1st section length
2nd section length
3rd section length
4th section length
5th section length
6th section length

General Specs

Pipeline size (ID) metric ends
Rotation

End hose — length

End hose — diameter
Outrigger spread L - R

DCP57X-6RZ
16722 m
2495m
3995 m
8.260m
13,430 kg
26,160 kg
39,590 kg

Swing out, telescope & extend down

Outrigger spread
Swing out & extend down

Rod side
Output Piston side
Pressure R.Od sidg

Piston side
Material cylinder diameter
Stroke length

Per minute
Max strokes Rod side

Piston side
Volume control
Vibrator Standard
Hard-chromed material cylinders
Hydraulic system

Hydraulic system pressure
Differential cylinder diameter
Rod diameter

Maximum size aggregate

48 4
82
131"
271"
29,608 b
57,673 b
87,281 b

DCP57X-6RZ
56.5m 185°4"
52.5m 172°3"

50.46 m 165°7"
41.6m 136°6"
11.6m 381"

91°

180°

180°

245°

240°

90°
113 m 371"
9.25m 30" 4"
9.25m 30" 4"
11m 36'1"
6.9m 22'8"
48m 14°9"

125mm 5

360°
35m 116"
125m bil
11.8m 389"
123 m 40" 4"

180 m¥hr 23 ydhe
121 m'hr 158 yd'fhr
87 bar 1262 psi
130 bar 1,886 psi
230 mm o
2,100 mm 611"
1 minute
34
23
Zero to full
Option
Standard
Closed-loop
350 bar 5075 psi
140 mm 5.5
80 mm 3"
60mm 2.4"
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TECHNICAL SPECIFICATION

Boom Type : RZ-Type 5 Section Truck-Mounted Specifications

) ) ) DCP52X-5RZ
[ 5th section articulation Length 14170m s
Height 3.990m 131"
———— Wheelbase 78m 257"
/ \ / Front axle weight 12,230 kg 26,962 b
Rear axle weight 27,480 kg 60,583 lb
| Approx. total weight 39,710 kg 87,545 b

Boom Specifications ¢ Roll-and-Z-Fold Design

Height & Reach DCP52X-5RZ
Vertical reach 51.2m 167 11"
WORKING RANGE Horizontal reach 47.2m 154'10"
Reach from front of truck 45.16 m 148" 2"
5 1005 - Reach depth 37.4m 122' 8"
MAX.1.2m f6711 — == ‘ i ‘ Unfoldlng hEIght 10.4m 341"
- e /,/// Boom Section
o 7 1st section articulation 92°
// 2nd section articulation 180°
N ' 3rd section articulation 180°
0o g 4th section articulation 245°
5w 7 5th section articulation 256 °
w wr —F l 6th section articulation
5 wr | 1st section length 10.2m 336"
owe| | 2nd section length 8.85m 29
. e Ei I G A 3rd section length 8.75m 288"
. y 4th section length 9.65m 31'8"
s 5th section length 9.75m 3112
oo i\\ / 6th section length
i \\:\\ / General Specs
c \\\ /’ A Pipeline size (ID) metric ends 125 mm 5’
oo . ( 77 ’ Rotation 360°
s ow N . 1A End hose — length 35m 16"
S Pl | End hose — diameter 125 mm 5"
w5 e I | e Outrigger spread L - R .
M 374 1228 . =] Swing out, telescope & extend down L L
QR S SRy R R R A, R Outrigger spread :
Swing out & extend down 1220 L
Pump Specifications
Rod side 180 m'hr 235 yd fhr
Output Piston side 121 mlhr iy
. Precelre de sidg 87 bar 1,262 psi
£ Piston side 130 bar 1,886 psi
s Material cylinder diameter 230 mm 9"
Stroke length 2,350 mm 79"
Per minute 1 minute
2,040mm | 1,950mm 3,200mm J1,300mml1 ,350mm‘ 4,330mm MaX StrOkeS Rod side 3[]
14.170mm Piston side 20
pr — Volume control Zero to full
AN J Vibrator Standard Option
\ A Hard-chromed material cylinders Standard
£ 5 Hydraulic system Closed-loop
OUTRIGGER > o Hydraulic system pressure 350 bar 5075 psi
Differential cylinder diameter 140 mm 513"
| Rod diameter 80 mm 3
Maximum size aggregate 60 mm 24"
Sales Office : (Namchon-dong), 36, Namdongseo-ro, 362beon-gil, Phone : +82-32-810-4169 Fax : +82-32-810-4058
u DY Namdong-gu, Incheon, Korea E-mail : North America leeth@dy.co.kr Asia kimdy2@dy.co.kr
www.dy.co.kr Plant : 118, Seogam-ro 13-gil, Iksan-si, Jeollabuk-do, Korea Middle East jsukim@dy.co.kr CIS jwk2@dy.co.kr

<% This product specification could be changed by DY Corporation without notice to improve the quality. | Copyright© 2017 DY Corporation



DCPASBX=5RZ>

DY CONCRETE PUMPS

il
/l—
i
AT
£ |
,
A
el
/l—
AV
“
A
e
i
i
paas .
JUNs .

L ROURRR OO RN

m
-

FEFFFFFFFFFFERR

DONGVANGM DY g

""‘fi @ l[@




DCP48X-5RZ TECHNICAL SPECIFICATION

_ _ _ DCP48X-5RZ

O 5th section articulation Length 12680 m "
E) DCPASX-GRZ Width 2495 m 82"
Height 3940 m 12'11"

Wheelbase 6.85 m 22'6"

Front axle weight 7,430 kg 16,380 Ib

Rear axle weight 26,280 kg 57,938 Ib

Approx. total weight 33,710 kg 74,318 Ib

Boom Specifications ¢ Roll-and-Z-Fold Design

Height & Reach DCP48X-5RZ
Vertical reach 475m 155'10"

WORKING RANGE Horizontal reach 432 m 141'9"
40.66 m 133'5"

Reach from front of truck

Reach depth 341m 111"
o Unfolding height 104 m 34'1"
- 5-Section Boom
1st section articulation 9’
° 2st section articulation 180°
v 3st section articulation 180°
= 4st section articulation 245°
© e 5st section articulation 250°
o v / 1st section length 95m 31'2"
) K 2st section length 78m 5'T"
T Jst section length 77m 25'3"
° \ 4st section length 9m 29'6"
s s x 5st section length 94 m 30'10"
- / I A General Specs
» o \ I I Pipeline size (ID) metric ends 125 mm 5"
. w Rotation Continuous Swing
o - | End hose - length 35m 11'6"
MN. 332 1081 —1 End hose - diameter 125 m 5"
s trigger spread L - R o
0B e % % ® ® 5 © 5 9 5 w ® » (S):Jinggoit,s ?el?sgope & extend down 8.87m 201
mommem o m mm e e Outrigger spread

Swing out & extend down 96m 316"

Pump Specifications

Output Rod side 160 m?/hr 209 yd*/hr
Piston side 108 m*/hr 141 ydé/hr
e sy Pressure Rod side 87 bar 1,262 psi
L% DYoo VTN Piston side 130 bar 1,886 psi
& ¥ Material cylinder diameter 230 mm 9"
Stroke length 2,100 mm 6'11"
1,540mm | 4,200mm | 1,300mm | 1,350mm | 4,290mm Per minute 1 minute
" ™2.680mm : Max strockes Rod side 31
Piston side 21
Volume control Zero to full
Vibrator Standard Option
_ Hard-chromed material cylinders Standard

OUTRIGGER = Hydraulic system Closed-loop
Hydraulic system pressure 350 bar 5,075 psi
Differential cylinder daimeter 140 mm 55"
Rod diameter 80 mm 3"
Maximum size aggregate 60 mm 24"

\/ Sales Office : (Namchon—dong), 36, Namdongseo-ro, 362beon—gil,  Phone : +82-32-810-4169 Fax : +82-32-810-4058

u D Namdong—gu, Incheon, Korea E-mail : leeth@dy.co.kr
www.dy.co.kr Plant : 118, Seogam-ro 13-gil, ksan—si, Jeollabuk—do, Korea bikoo @dy.co.kr

% This product specification could be changed by DY Corporation without notice to improve the quality. | Copyright© 2018 DY Corporation
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DY CONCRETE PUMPS

With the ability to reach 43 meters
combined with the versatility of a

5-section boom and continuous

swing pedestal.

» Designed with the operator in mind.
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TECHNICAL SPECIFICATION

Boom Type : RZ-5 Section Truck-Mounted Specifications

o DCP43X-5RZ
[ 5th section articulation Length 11.920m 39'1"
E> DCPAgIahe Width 268m 810"
Height 3960 m 12'12"
. a Wheelbase 6.975m 211"
/ \ / e Front axle weight 9,810 kg 21,6271b
| Rear axle weight 19,640 kg 43,298 b
Approx. total weight 29,450 kg 64,926 b

Boom Specifications ¢ Roll-and-Z-Fold Design

Height & Reach DCP43X-5RZ
Vertical reach 42.3m 138'9"
WORKING RANGE Horizontal reach 38.3m 125'8"
Reach from front of truck 36.76 m 120° 7"
Reach depth 30.8m 101" 1"
e 1 Unfolding height 82m 26'11"
o ' Boom Section
e 1st section articulation 92°
0 s 2nd section articulation 180°
" o )L 3rd section articulation 180°
/ DONTUSE V . . .
- “] ENDHOSE |, 4th section articulation 245°
o s / 5th section articulation 250°
0 e 83m  8m 7am  esm  7&m :: > 1st section length 7.8m 257"
R e L e §5 2nd section length 6.8m 24
P - CRRSE S e 3rd section length 7.2m 2'7"
. e . 0T __J:_.. 4th section length 8m 26'3"
5th section length 8.39m 27" 6"
©oe < General Specs
B e Pipeline size (ID) metric ends 125mm bj
5w AN S P Rotation oo
© w5 | B End hose — length 35m 116"
it s0m t0vE End hose — diameter 125 mm 5"
3 e 0 3% 3 25 20 15 10 50 5 10 15 20 0utrigger spread L-R 0 Gy
g e wE w wnew owe we o wmEw e e Swing out, telescope & extend down g 2613
Outrigger spread

Swing out & extend down 9.1m 29'10

Pump Specifications

rod side 160 mifhr 209 ydhr
Output piston side 108 mhr 141 §d7hr
c Pressure rt_)d side. 87 bar 1,262 ps@
s piston side 130 bar 1,886 psi
= Material cylinder diameter 230 mm 9"
Stroke length 2,100 mm 611"
| per minute 1 minute
1,540mm | 5.625mm J 1.350mm | 3.405mm Max strokes rod side 3l
11.920mm piston side 21
_ Volume control Zero to full
Vibrator Standard Option
Hard-chromed material cylinders Standard
E Hydraulic system Closed-loop
OUTRIGGER s @ Hydraulic system pressure 350 bar 5,075 psi
Differential cylinder diameter 160 mm 55"
Rod diameter 80 mm g
) Maximum size aggregate 60 mm 24"
Sales Office : (Namchon-dong), 36, Namdongseo-ro, 362beon-gil, ~Phone : +82-32-810-4169 Fax : +82-32-810-4058
u D Namdong-gu, Incheon, Korea E-mail : North America leeth@dy.co.kr Asia kimdy2@dy.co.kr
www.dy.cokr  Plant : 118, Seogam-ro 13-gil, Iksan-si, Jeollabuk-do, Korea Middle East jsukim@dy.co.kr CIS jwk2@dy.co.kr

% This product specification could be changed by DY Corporation without notice to improve the quality. | Copyright© 2017 DY Corporation
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» Electro

Electronic output controlling system
with simple hydraulic line.
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TECHNICAL SPECIFICATION

Boom Type : ZR-5 Section Truck-Mounted Specifications

P ) _ ) DCP40X-5ZR
y, > 2 sDtng&K;g I:rtlculatlon Length 1,640 m 282"
¢ ) : Width 2.495m 82"
Height 3.825m 12'7
Wheelbase 6.300 m 208"
Front axle weight 6,610kg 14,572 b
Rear axle weight 19,790 kg 43,629 b
Approx. total weight 26,400 kg 58,202 lb

Boom Specifications  Roll-and-Z-Fold Design

Height & Reach DCP40X-5ZR
Vertical reach 39.7m 130" 2"
WORKING RANGE Horizontal reach 358m 175"
Reach from front of truck 32.6m 107
Reach depth 27.4m 89’ 9"
fo e ‘ ‘ Unfolding height 7.6m 249"
40 131'3"
MAX. 39.7m 130'2" I = Boom Section
3 1ietor AT ] 1st section articulation 90°
w0 oss e | 2nd section articulation 180°
Vs "= 3rd section articulation 25°
il va | \ boNT USE 4th section articulation 180 °
T | A TR e 5th section articulation 250°
o o 6th section articulation
o L 1st section length 84m 276"
/ 7om : Tom  eIm  eIm  8dm ::; 2nd section length 6.7m 22
A 3rd section length 6.7m 22
o A . 4th section length 7m 228"
T . 5th section length 7m 22'8"
o : /) General Specs
v 1 y/a Pipeline size (D) metric ends 125 mm 5"
20 657" S — // Rotation (o0)
v I I e e End hose — length 35m 116"
MIN. 27.4m  89'9" L L End hose — diameter 125 mm 5"
* 98l5'35 30 30 25 20 15 10 5 ) 5 10 15 20 OUtriggerspread L-R 6.4m 21
148" 985" 985" 82 657" 493" 3210" 165" 165" 3210" 493" 657" Swing out, te[escope & extend down .
Outrigger spread 87m 28'5"

Swing out & extend down

Pump Specifications

rod side 160 mhr 209yd7hr
Output piston side 108 m/hr 141 Sy,d3/hr
£ Pressure rgd sidel 87 bar 1,262 ps@
8 piston side 130 bar 1,886 psi
° Material cylinder diameter 230 mm 9"
Stroke length 2,100 mm 611
1,495mm | 5,000mm | 1,300mm 3,845mm per minute 1 minute
11,640mm Max strokes rod side 31
piston side 21
- Volume control Zero to full
Vibrator Standard Option
Hard-chromed material cylinders Standard
£ £ Hydraulic system Closed-loop
OUTRIGGER © ® Hydraulic system pressure 350 bar 5,075 psi
Differential cylinder diameter 140 mm bis
Rod diameter 80 mm 3
Maximum size aggregate 60mm 24"

Namdong-gu, Incheon, Korea E-mail : North America leeth@dy.co.kr Asia kimdy2@dy.co.kr
www.dy.co.kr Plant : 118, Seogam-ro 13-gil, lksan-si, Jeollabuk-do, Korea Middle East jsukim@dy.co.kr CIS jwk2@dy.co.kr
<% This product specification could be changed by DY Corporation without notice to improve the quality. | Copyright© 2017 DY Corporation
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TECHNICAL SPECIFICATION

Boom Type : ZR-5 Section Truck-Mounted Specifications

P ) o DCP38X-5ZR
y: > gtgpzeg)t(";; ;’“C”'at'on Length 11180 m 368"
¢ ) ] Width 2.495m 82"
Height 3.865m 12'8"
— q Wheelbase 5.750 m 18'10"
\ / g Front axle weight 6,350 kg 13,999 lb
Rear axle weight 19,750 kg 43,541 b
I Approx. total weight 26,100 kg 57,540 b

Boom Specifications ¢ Roll-and-Z-Fold Design

Height & Reach DCP38X-5ZR
Vertical reach 37.5m 123" 4
Horizontal reach 335m 109" 11"
Reach from front of truck 29.7m 97" 5"
. ] Reach depth 25.4m 83 4"
MAX. 37.6m 123 1" | - Unfolding height 7.2m 237"
e = | g Boom Section
0 9 s I 1st section articulation 990
f ’ 2nd section articulation 180°
% e 'j/ | pe boNTusE | 3rd section articulation 245°
» 657 | [ (| EnpHosE 4th section articulation 180°
| INTHISAREA) | 5th section articulation 250°
15 493 ! &
2
0 s . 1st section length 83m 273"
' o Bl 2nd section length 6.1m 201"
5 s ‘ 3rd section length 61m 201"
0 / 4th section length 6.5m 21" 4"
. 297m /l | 5th section length 6.5m 214"
5 185 7" / |
\\\\( / ‘
0 w0 General Specs
. I \ ‘ Pipeline size (ID) metric ends 125 mm 5"
i NN ‘ Rotation 0o
n e N T ? End hose — length 35m 116"
‘ S ) B End hose — diameter 125 mm 5"
. ; = Outrigger spread L - R 2m 204"
0 o8 5 ‘ Swing out, telescope & extend down ’
9323" :g 62’07" 4;'53" 321‘? 0" 155'5" ’ 165‘5" 321‘:)0" 4;2" OUtrIgger Spread 76m 25

Swing out & extend down

Pump Specifications

rod side 160 mi/hr 209 ydhr
Output piston side 108 m7hr 141 zda/hr
£ Pregatife rgd side_ 87 bar 1,262 psi
g piston side 130 bar 1,886 psi
° Material cylinder diameter 230 mm 9"
Stroke length 2,100 mm 611"
: per minute 1 minute
1,495mm | I ! 3,935mm Max strokes rod side 31
LKL piston side 21
Volume control Zero to full
Vibrator Standard Option
Hard-chromed material cylinders Standard
£ Hydraulic system Closed-loop
OUTRIGGER < Hydraulic system pressure 350 bar 5075 psi
Differential cylinder diameter 140 mm i)
Rod diameter 80 mm 3
Maximum size aggregate 60mm 24"

Sales Office : (Namchon-dong), 36, Namdongseo-ro, 362beon-gil, Phone : +82-32-810-4169 Fax : +82-32-810-4058
u D Namdong-gu, Incheon, Korea E-mail : North America leeth@dy.co.kr Asia kimdy2@dy.co.kr
www.dy.cokr  Plant : 118, Seogam-ro 13-gil, lksan-si, Jeollabuk-do, Korea Middle East jsukim@dy.co.kr CIS jwk2@dy.co.kr
<% This product specification could be changed by DY Corporation without notice to improve the quality. | Copyright© 2017 DY Corporation
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P37X-4R TECHNICAL SPECIFICATION
Boom Type : R-Type 4 Section Truck-Mounted Specifications

. S DCP37X-4R

Y 4th section articulation Length 11.990m 39
<:> DCP37X-4R Width 249 m 82"
Height 3.920m 12'10"
/\ Wheelbase 6.275m 207"
JEﬂﬂ \ Front axle wgight 6,510 kg 14,352 b
I Rear axle weight 19,845 kg 43,750 lb
Approx. total weight 26,355 kg 58,102 lb

Boom Specifications ¢ Roll-and-Z-Fold Design

Height & Reach DCP37X-4R
Vertical reach 36.5m 199"
WORKING RANGE Horizontal reach 325m 106' 8"
Reach from front of truck 30.96m 101 7"
Reach depth ! 1"
oo [T ] UE?gldinegpheight zg 3? 33 ;
et 1 72 |
rd 250 / /// g Boom Section
% e 7 i} I \\‘)/] ' Tt section articulation 93°
25 82 y B s 2nd section articulation 180°
S ' : ~ g 3rd section articulation 180°
I \\ o] 7 oonTuse 4th section articulation %0°
1B 7 I A ad I\ THS AREA |/ 5th section articulation
10 3210 ! ksl = S
(= =
5 165 ' 1st section length 89m 97
. Lip ) 2nd section length 785m 259"
\ wr| 4 3rd section length 79m 511"
. W\ 30.96m 3
5 15 \\ / '/J 4th section length 7.85m 259"
10 320 W1 5th section length
. N /]
15 49'3 T~ /’
B o T A/ General Specs
20 65’7’ S — - .
AP ~ | Pipeline size (ID) metric ends 125mm 5’
®oe Rotation 360°
* e 35 30 25 20 15 10 5 0 5 10 15 20 End hose - le_ngth 35 m HI 6"
114'10" 98'5" 82' 65'7" 49'3" 32'10" 16'5” 16'5" 32'10" 49'3" 657" End hose — diameter 125 mm "
Outrigger spread L - R 10
Swing out, telescope & extend down A At
Outri d
utrigger sprea 77m 5y

Swing out & extend down

Pump Specifications

rod side 160 m’hr 209 ydYhr
] Output piston side 108 m’/hr 141 ;,da/hr
S rod side 87 bar 1,262 psi
@ Pressure piston side 130 bar 1,886 Esi
Material cylinder diameter 230mm 9"
Stroke length 2,100 mm 611"
1,540mm l 4,925mm l 1,350mmj 4,175mm | per minute 1 minute
11,990mm ) Max strokes rod side 31
piston side 21
_ Volume control Zero to full
Vibrator Standard Option
Hard-chromed material cylinders Standard
. E Hydraulic system Closed-loop
OUTRIGGER < ~ Hydraulic system pressure 350 bar 5075 psi
Differential cylinder diameter 140 mm Bl
Rod diameter 80 mm 3
) Maximum size aggregate 60mm 24"

Sales Office : (Namchon-dong), 36, Namdongseo-ro, 362beon-gil, Phone : +82-32-810-4169 Fax : +82-32-810-4058
u DY Namdong-gu, Incheon, Korea E-mail : North America leeth@dy.co.kr Asia kimdy2@dy.co.kr
www.dy.cokr  Plant : 118, Seogam-ro 13-gil, lksan-si, Jeollabuk-do, Korea Middle East jsukim@dy.co.kr CIS jwk2@dy.co.kr
<% This product specification could be changed by DY Corporation without notice to improve the quality. | Copyright© 2017 DY Corporation
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<DCP33X-527 > TECHNICAL SPECIFICATION

Boom Type : ZZ-Type 5 Section Truck-Mounted Specifications

P . i . DCP33X-52Z
p- > 3 5th section articulation Length 10420m 309"
p - B Width 236 m 7y
Height 384m 127
Wheelbase 4500m 149"
Front axle weight 7,095 kg 15,641 1b
Rear axle weight 17,045 kg 37577 b
Approx. total weight 2140 kg 53,219 1b
|\/\ Boom Specifications ¢ Roll-and-Z-Fold Design
Height & Reach DCP33X-52Z
Vertical reach 32.2m 105" 7"
WORKING RANGE Horizontal reach 279 m 916"
Reach from front of truck 25.16 m 82'T"
- Reach depth 20.6m o1 T
S Unfolding height 58m 19
MAX. 32.2m 105'6" P | s
% oy T - Boom Section
B e 1st section articulation 90°
- 2nd section articulation 180°
20 67 / [ s 3rd section articulation 2%5°
. ol A l v 4th section art!culat!on 180°
/ 1807] 5th section articulation 255°
10 3210 |/ b s
[ 5.25m 5.25m 5m 5m 7.9m / .
s e | TP TE tor tew v 70_‘ 1st section length 79m 211"
2nd section length 5m 16'5"
o o|f 3rd section length 5m 165"
N 4th section length 5.25m 173
SN 5th section length 5.5m 73
10 3210" \\
) General Specs
15 49'3" < =
I e e i Pipeline size (ID) metric ends 125mm 6
0 &7 I T - Rotation 00
MIN:20:7m 6752 End hose — length 35m 16"
» & 25 20 15 10 5 o0 5 10 15 20 End hose — diameter 125 mm 5"
82 657" 493" 3210" 165" 165" 3210" 493" 657" Outrigger spread L - R o
. 55m 18'1
Swing out, telescope & extend down
Outrigger spread 65m N4

Swing out & extend down

Pump Specifications
rod side 160 mhr 209yd/hr
: Output piston side 108 mJhr ity hr
H Pressure rod side 87 bar 1,262 psi
© piston side 130 bar 1,886 psi
Material cylinder diameter 230 mm 9"
| Stroke length 2,100 mm 611"
| 1.440mm | 4,500mm | 1,350mm 3,130mm per minute 1 minute
l 10,420mm [ Max strokes rod side 31
piston side 2
r Volume control Zero to full
Vibrator Standard Option
Hard-chromed material cylinders Standard
& & Hydraulic system Closed-loop
OUTRIGGER ° © Hydraulic system pressure 350 bar 5075 psi
Differential cylinder diameter 140 mm 55"
Rod diameter 80 mm 3
Maximum size aggregate 60 mm 24"
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u DY Namdong-gu, Incheon, Korea E-mail : North America leeth@dy.co.kr Asia kimdy2@dy.co.kr
www.dy.cokr  Plant : 118, Seogam-ro 13-gil, lksan-si, Jeollabuk-do, Korea Middle East jsukim@dy.co.kr CIS jwk2@dy.co.kr
<% This product specification could be changed by DY Corporation without notice to improve the quality. | Copyright© 2017 DY Corporation



www.dy.co.kr

DY CONCRETE PUMPS

. >

nYLHuA

C1EENEEYaRES

>4 DY
Innovation Leader ‘



<D

CP31X-5ZR >

Boom Type : ZR-Type 5 Section

TECHNICAL SPECIFICATION

Truck-Mounted Specifications

s o DCP31X-5ZR
y > gtgpzef)t(";; ;’t'cu'at'O" Length 9220 m 0T
p ) : Width 2.365m 79"
Height 3545m 12'0"
—_— Wheelbase 5.360m 177
\ / Front axle weight 4,260kg 9,392 b
Rear axle weight 14,230 kg 313721b
I Approx. total weight 17925 kg 395181b

Boom Specifications ¢ Roll-and-Z-Fold Design

Height & Reach DCP31X-5ZR
Vertical reach 30.5m 100 1"
WORKING RANGE Horizontal reach 26.7Tm YAVA
Reach from front of truck 25.415m 83' 5"
F— Reach _depth_ 203m 66: 7"
MAX. 30.5m 100 Unfolding height 58m 19
oo e Boom Section
5 & e Tst section articulation 92°
3 V 2nd section articulation 180°
o oe7 o ——— 3rd section articulation 25°
5 a9 } W \ Enphose /;/// 4th section articulation 180°
v 4 INTHISAREA .~ s . . .
/ -~ 5th section articulation 250°
10 32'10" f +
srlem oo
s s | 1st section length 6.2m 204
. & 2nd section length 5m 16'5"
t s4tom 3rd section length 5m 16'5"
5 185 L) 4th section length 5.25m 173"
5th section length 5145m 16°11"
10 32'10"
B — General Specs
20 o7 . Pipeline size (D) metric ends 105 mm 4"
MIN. 20.3m 66'7" ROtatlon [o)e)
» 25 2 15 10 5 0o 5 10 15 20 End hose — length 30m 9'10"
82' 657" 493" 320" 16'5" 16'5" 320" 493" 657" End hose —_ diameter 105 mm A L
Outrigger spread L - R -
Swing out, telescope & extend down 24 )
Outrigger spread i 198"

Swing out & extend down

Pump Specifications
rod side 90 mijhr 118yd%hr
£ Output piston side 80 mihr 78 §d7hr
2 Pressure rod side 71 bar 1,011 ps
piston side 106 bar 1,507 psi
Material cylinder diameter 200 mm 79"
= Stroke length 1,600 mm 524"
1,285mml 4,260mm | 1,100mm | 2,675mm q .
9,320mm per minute 1 minute
Max strokes rod side 29
piston side 2
Volume control Zero to full
Vibrator Standard Option
Hard-chromed material cylinders Standard
OUTRIGGER M Hydraulic system Closed-loop
Hydraulic system pressure 350 bar 5,075 psi
Differential cylinder diameter 110 mm 43"
Rod diameter 63mm 25"
Maximum size aggregate 60mm 24"
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TECHNICAL SPECIFICATION

Truck-Mounted Specifications

Boom Type : Z-Type 4 Section

. ) . DCP25M

® . 4th section articulation Length 8,800 m 28 10"
¢ S DCR2SM Width 2315m 7T
Height 333m 10°11"

Wheelbase 4.260m 13 12"

Front axle weight 3,970kg 8,752 lb

Rear axle weight 7,845 kg 17,295 b

Approx. total weight 11,815 kg 26,047 lb

Boom Specifications ¢ Roll-and-Z-Fold Design

Height & Reach DCP25M
Vertical reach 24.6m 80" 9"
WORKING RANGE Horizontal reach 21.5m 70°6"
Reach from front of truck 20.215m 66" 4"
0 on Reach depth 15.8m 51°10"
‘ ‘ Unfolding height 56m 184"
25 82 — T Boom Section
MAX. 24.6m 809" o 14 S y o . .
e 1800 |- S 1st section articulation 90°
2 65T %8 | ) e DON/T 1/ 2nd section articulation 180°
/ Py IR '/ 3rd section articulation 260°
- T~/ \ END HOSE
15 493 / . INTHISAREA| /. 4th section articulation 180°
e b/ ) 5th section articulation
10 3210" ; ) /) )
:" L / / / /
/ . LSS
5 tew| | e S 1st section length 64m 212"
C - / 2nd section length 515m 16" 11"
o F / T 3rd section length 495m 16'3"
\\‘\\2°é§;§m / 4th section length 4.825m 15" 10"
5 185 —— ( 5th section length
10 3210" N -
T General Specs
15 493 I Pipeline size (ID) metric ends 105 mm 4"
MIN. 15.8m 5110 Rotation fo'o)
20 857 % 5 10 5 o 5 PP End hose — le:ngth 30m 910"
657" 493"  3210" 165" 165" 320" 49'3" End hose — diameter 105 mm 4"
Outrigger spread L - R 10
Swing out, telescope & extend down 240 171
Outrigger spread -
Swing out & extend down Sl (A
Pump Specifications
. : Output 60 mhr 78 yd'hr
s ‘( Pumping Tube Diameter 105mm 4"
- = Pumping Tube Full Diameter 165mm 6.5"
= Volume Control Zero to full
(@) Hydraulic System Open-loop
Hydraulic System Pressure 200bar 2,900 psi
1,285mm _I 4,260mm ‘ 2,925mm _I
8,800mm | 3,225mm

2

5.3m

OUTRIGGER [
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